HiIMEL® — SEAM TAPE

ADHESIVE FILM

HiMEL TAPE No.

HiMEL TAPE No.

AM-4040

PRODUCT OVERVIEW THERMAL & PHYSICAL PROPERTIES PERFORMANCE RECOMMENDED HEATING PRESS CONDITIONS
SPECIMEN KEY BENEFITS /
SARTERIAL ADHESION CERTIFICATION STOCKED COLOR COMPOSITION TOTAL GAUGE | SOFTENING POINT | WASH DURABILITY | DRY CLEANING TEMPERATURE HEAT TIME COOL TIME MAIN PRESSURE
«Widely Applicable g ® F
.Light weight PU or O;':SS: i’é CLEAR Polyurethane | (i% “n":) 08°C (208°F) | up to 60°C AVAILABLE (;‘;2 o 1385%°$ 10t025Sec | 101015 Sec 0.55 Mpa
PES Coated fabrics 9 J =2l o )
i
«Widely Applicable
[ oLight to medium OEKO-TEX® 80 um o o 140 to 180°C
! weight PU or PES bluesign® CLEAR Polyurethane (£5um) 98°C (208°F) up to 60°C AVAILABLE (284 to 356°F) 10 to 25 Sec 10 to 15 Sec 0.55 Mpa
Coated fabrics
«Strong adhesiveness
oLight to medium OEKO-TEX® CLEAR 150 um . 140 to 180°C
weight PU or PES bluesign® Polyurethane (101m) 98°C (208°F) up to 60°C AVAILABLE (284 to 356°F) 10 to 25 Sec 10 to 15 Sec 0.55 Mpa
Coated fabrics
= —
| .Strong adhesiveness
«Medium to Heavy OEKO-TEX® 220 um . 140 to 180°C
! weight PU or PES bluesign® CLEAR Polyurethane (=100m) 98°C (208°F) up to 60°C AVAILABLE (284 to 356°F) 10 to 25 Sec 10 to 15 Sec 0.55 Mpa
J Coated fabrics
promm— — o S | e
! «Strong adhesiveness
| «Medium to Heavy OEKO-TEX® 260 um o o o 140 to 180°C -
weight PU or PES bluesign® CLEAR Polyurethane (£10um) 98°C (208°F) up to 60°C AVAILABLE (284 to 356°F) 10 to 25 Sec 10 to 15 Sec 0.55 Mpa
| Coated fabrics
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PRODUCT OVERVIEW THERMAL & PHYSICAL PROPERTIES PERFORMANCE RECOMMENDED HEATING PRESS CONDITIONS
SPECIMEN i
iy AKT'E;;ELN:;ESS/ION CERTIFICATION STOCKED COLOR COMPOSITION TOTAL GAUGE | SOFTENING POINT | WASH DURABILITY | DRY CLEANING TEMPERATURE HEAT TIME COOL TIME MAIN PRESSURE
«Good durability ® Black,Grey 150 um o 140 to 160°C
- N ! ° to 40°C AVAILABLE X
color Tl OEKO-TEX Silver Polyurethane (£10um) 93°C (199°F) up to (284 to 320°F) 15 to 25 Sec 10 to 15 Sec 0.55 Mpa
«Good durability = ® . 150 um o " 140 to 160°C
Reflective color film OEKO-TEX Black,Silver Polyurethane (£10um) 93°C (199°F) up to 40°C AVAILABLE (284 to 320°F) 15 to 25 Sec 10 to 15 Sec 0.55 Mpa




HIMEL® — SEAM TAPE

STRETCH ADHESIVE FILM

PRODUCT OVERVIEW THERMAL & piysiCAL PROPERTIES PERFORMANCE RECOMMENDED HEATING PRESS CONDITIONS

HiMEL TAPE No. SPECIMEN

KEY BENEFITS / CERTIFICATION | STOCKED COLOR COMPOSITION

MATERIAL ADHESION TOTAL GAUGE SOFTENING POINT | WASH DURABILITY DRY CLEANING TEMPERATURE HEAT TIME COOL TIME MAIN PRESSURE

«High Elastic and recovery (
OEKO-TEX® |
il 100 pm o
«For Underwear and CLEAR Polyurethane | " 95°C (203°F) | upto40°C | AVAILABLE | 420790 | 1510255ec | 10to15 Sec 0.55 Mpa

ign@
High stretch fabrics hitiesign (£10um) (248 to 320°F)
- e — i
= ,
«High Elastic and recovery ’
i OEKO-TEX®
Hs_1oop «Outstanding comfort ' CLEAR Pol 100 pm 120 to 160°C
P ® yurethane ‘ 95°C (203°F to 40° (o]

and breathability bluesign (10um) ( ) up to 40°C AVAILABLE (248 to 320°F) 15 to 25 Sec 10 to 15 Sec 0.55 Mpa

in apparel applications

«High Elastic and recovery| 4 q TEx®

r
[
«For Underwear and . CLEAR Polyurethane 150 um 0 0 120 to 160°C
® 95°C (203°F up to 40°C AVAIL
High stretch fabrics bluesign (£10um) ( ) P ABLE | s4gto3200F) | '2t025Sec | 10to15 Sec 0.55 Mpa
il
+High Elastic and recovery :
«Outstanding comfort
o and breathability OEKO-TEX® 150 um o
HS-150P in apparel applications |  bluesign® CLEAR Polyurethane I £10nm) 95°C (203°F) | upto40°C |  AVAILABLE (;ig )| 15t0255ec | 10to15Sec 0.55 Mpa
«For Underwear and )
High stretch fabrics
'PU FILM » '
PRODUCT OVERVIEW THERMAL & pHYSICAL PROPERTIES PERFORMANCE RECOMMENDED HEATING PRESS CONDITIONS
HIiMEL TAPE No. SPECIMEN
KEY BENEFITS /
MATERIAL ADHESION CERTIFICATION | STOCKED COLOR COMPOSITION TOTAL GAUGE | SOFTENING POINT | WASH DURABILITY |  DRY CLEANING TEMPERATURE HEAT TIME COOL TIME MAIN PRESSURE
- _—
«Good Durability
«Light to medium OEKO-TEX® 150 um o
015 TPU weight PU or PES bliiasigne CLEAR Polyurethane 1 oﬁm) 105°C (221°F) | upto60°C AVAILABLE (;gg o 1382%5;) 10to25Sec | 10to15 Sec 0.55 Mpa
Coated fabrics
=
«Good Durability
«Medium to Heavy OEKO-TEX® 300 um o
weight PU or PES bluesign® CLEAR Polyurethane | (110:,“) 105°C (221°F) | upto 60°C AVAILABLE (;gg ig 1382%,,% 10to25Sec | 10to15 Sec 0.55 Mpa
Coated fabrics
‘ «Good Durability
. OEKO-TEX®
«Heavy weight PU or PES . CLEAR Polyurethane 500 ym 105°C (221°F up to 60°C AVAILABLE 140 to 180°C
l Coated fabrics bluesign (£10um) ( ) p (284 to 320°F) 10 to 25 Sec 10 to 15 Sec 0.55 Mpa
«Good Durability
«Medium to Heavy OEKO-TEX® 300 um
weight PU or PES bluesign® GEEAR Polyurethane +10 a 105°C (221°F) up to 60°C AVAILABLE 00 150°C 10 to 25 Sec 10 to 15 Sec 0.55 Mpa
: (¥10um) (284 to 320°F)
Coated fabrics |
= |‘




