HIMEL® — SEAM TAPE

2 LAYER

HiMEL TAPE No.

HU-1800

HU-3000

HU-1560

PRODUCT OVERVIEW THERMAL & PHYSICAL PROPERTIES PERFORMANCE RECOMMENDED SEALING CONDITIONS
SPECIMEN
KEY BENEFITS /
MATERIAL ADHESION CERTIFICATION STOCKED COLOR COMPOSITION ADHESIVE GAUGE TOTAL GAUGE SOFTENING POINT | WASH DURABILITY | DRY CLEANING TEMPERATURE SPEED AIRR%!;-;E;/J RE
[
I
«Minimal puckering !
. - OEKO-TEX® f 60 um
«Light weight PU or e Clear Polyurethane | 30 um H 105°C (221°F up to 60°C 350°C to 4.0to 0.4 Mpa /
PES Coated 2L fabrics |  uesign | (£5um) (221°F) P AVAILABLE 400°C 6.0 m/min 0.08 Mpa
S !
e |
} «Minimal puckering
oLight to medium OEKO-TEX® 70 pum o
‘ weight PU or bluesign® Eicar Folyarethans 30 pm (£5um) 105°C (221°F) | upto 60°C AVAILABLE 49120%0 . g.o ;° . 0.4 Mpa/
PES Coated 2L fabrics .0 m/min 0.08 Mpa
‘ =
+Excellent durability
«Medium to heavy OEKO-TEX® i 110
weight PU or bluesign® Clear Polyurethane 40 um (:5ppnr'3 105°C (221°F) up to 60°C AVAILABLE 450°C§ to 4.0to . 0.4 Mpa /
PES Coated 2L fabrics 550°C 6.0 m/min 0.08 Mpa
1 «Excellent durability
‘ Good Abrasion resistance OEKO-TEX®
\ ° - 150
: +Heavy weight PU or bluesign® Clear Polyurethane 80 um (£5um) 105°C (221°F) up to 60°C AVAILABLE 450°(i to 4.0 to ) 0.4 Mpa /
? PES 2L Coated fabrics 600°C 6.0 m/min 0.08 Mpa
-Matte appearance gl
«Light to medium OEKO-TEX® 80 um 0
weight PU or bluesign® Matte Clear Polyurethane 30 um (=50m) 95°C (203°F) up to 60°C AVAILABLE 33(;02(;0 . g.g;;in %ggﬂaa /
PES Coated 2L fabrics : . pa
«Strong adhesiveness
‘ oLi i OEKO-TEX®
| L'V?Izitgtﬁt?fjd;‘r‘m bluesign® Clear Polyurethane 30 um (Z%L‘r':) 78°C (172°F) up 10 40°C NOT 350°C to 40to 0.4 Mpa /
* RECOMMENDED o i
| PES Coated 2L fabrics 450°C 6.0 m/min 0.08 Mpa
]
«Strong adhesiveness
«Medium to heavy OEKO-TEX® 10
weight PU or bluesign® Clear Polyurethane 60 pm (& sp“r:') 78°C (172°F) up to 40°C Recom;mso 450°C to 40to 0.4 Mpa /
PES Coated 2L fabrics 550°C 6.0 m/min 0.08 Mpa
+«Good workability
«Minimal puckering OEKO-TEX® 60 um
.Light weight PU or bluesign® Clear Polyurethane 30 pm (tsﬁm) 105°C (221°F) up to 60°C AVAILABLE 400°C° to 40to 0.4 Mpa /
PES Coated 2L fabrics - 450°C 6.0 m/min 0.08 Mpa
«Good workability
«Excellent durability’
- OEKO-TEX®
« Medium to heavy ) Clear Polyurethane 40 um 110 pm 105°C (221°F " 450°C to 4.0to 0.4 Mpa /
weight BUioF bluesign® (£5um) (221°F) | upto60°C AVAILABLE 550°C 6.0 m/min 0.08 Mpa

PES Coated 2L fabrics




HIMEL® — SEAM TAPE

3 LAYER

HiMEL TAPE No.

TL-1500

TL-2000

TS-1000

TS-1020

«Medium to heavy
weight PU or PES Coated
3L fabrics

PRODUCT OVERVIEW TH ERMAL & PHYSICAL PROPERTIES PERFORMANCE RECOMMENDED SEALING CONDITIONS
SPECIMEN KEY BENEFITS / ROLLER/
MATERIAL ADHESION CERTIFICATION STOCKED COLOR COMPOSITION ADHESIVE GAUGE TOTAL GAUGE SOFTENING POINT | WASH DURABILITY | DRY CLEANING TEMPERATURE SPEED AIR PRESSURE
«High Waterproof ratings
oExcellent durability 20D polyester 5
.Good Abrasion resistance | OEKO-TEX® GREY/WHITE ) ’ 280 pm 0 o 0 450°C to 2.5t0 0.4 Mpa/
«Medium to heavy bluesign® | BLACK/WHITE PoITE‘r’gtth/ane ] 120 ym (£10pm) 100°C (212°F) | upto60°C AVAILABLE 600°C 3.0 m/min 0.08 Mpa
weight PU or v {
PES Coated 3L fabrics
«High Waterproof ratings
oMinimal puckering 20D Polyester
«Soft texture OEKO-TEX® GREY/WHITE oy 280 pm 5 - i 450°C to 2.5to 0.4 Mpa/
oMedium to heavy bluesign® BLACK/WHITE pOlTTj:'::tth/ane 120 Hm (110pm) 93°C (199 F) up to 60°C AVAILABLE 600°C 3.0 m/min 0.08 Mpa
weight PU or y
PES Coated 3L fabrics
«Minimal puckering
«Soft texture 10D Nylon
. . OEKO-TEX® . 220 um 5 5 450°C to 25t0 0.4 Mpa /
.ngh_t to medium bluesign® GREY/WHITE Tricot / 120 pm (£10um) 93°C (199°F) up to 60°C AVAILABLE 600°C 3.0 m/min 0.08 Mpa
weight PU or Polyurethane
Coated 3L fabrics
«Soft texture
. . 30D Polyester
oLight to medium OEKO-TEX® 260 um 450°C t 25t 0.4 Mpa/
: GREY/WHITE Woven / 120 pm H 100°C (212°F) | UPt060°C |  AVAILABLE ° =0 et
weight PU or bluesign® H (+10um) 600°C 3.0 m/min 0.08 Mpa
Coated 3L fabrics Falyurethane P
«Minimal puckering e
«Sophisticated touch OEKO-TEX® 15D Nylon 260 5
: . pm 450°C to 25to 0.4 Mpa /
+Light to medium bluesign® GREY/WHITE Woven / 120 pm (£10um) 93°C (199°F) up to 60°C AVAILABLE 550°C 0N 0.08 Mpa
weight PU or Polyurethane
Coated 3L fabrics
«Minimal puckering
«2 Way Stretch 20D Polyester
; y OEKO-TEX® 320 um o o o 450°C to 25to0 0.4 Mpa /
.L|gh_t to medium bluesign® GREY/WHITE Jersey / 120 pm (£10pm) 93°C (199°F) up to 60°C AVAILABLE 550°C 3.0mjmin 0.08 Mpa
weight PU or Polyurethane
Coated 3L fabrics
«Good workability
«High Waterproof ratings
o«Excellent dul’ablllty OEKO-TEX® GREY/WH'TE 20D Po'VESter 270 o
; ; : um 5 5 5 450°C to 2.5to 0.4 Mpa /
+Good Abrasion resistance | 05900 | BLACK/WHITE Tricet [ 20 p (£10pm) 100°C (212°F) | up t0 60°C AVAILABLE 600°C 3.0 m/min 0.08 Mpa
«Medium to heavy Polyurethane
weight PU or PES Coated
3L fabrics
«Minimal puckering
«High Waterproof ratings 20D Polyester
«Minimal puckering OEKO-TEX® | GREY/WHITE Tricot / 270 0
pm o o 5 450°C to 25to 0.4 Mpa /
#SCif (EREUfE: bluesign® | BLACK/WHITE | Polyurethane 120 pm @) | (COCRIZE | uptobDT RNAILABLE 600°C 3.0 m/min 0.08 Mpa







